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EXPERIMENTS ON A BIGH POWER,  PULSED,  CONSTRICTED ARC HEclTER 

By Rolf  Dethlefsen 
Convair Div. of  General Dynamics 

Pulsed experiments  on a high power constr ic ted  arc   with axial flow 
have  been  performed  by  discharging a lumped parameter  transmission  line 
composed of a number of capacitors  and  inductors. The advantages  of a 
pulsed  experiment are experimental  convenience  because no water cooling 
i s  needed,  and much lower  cost due t o  savings i n  power supply  investment. 
It was found t h a t   f o r  a 26 cm dia. and 135 cm long   a rc   cons t r ic tor  a 5 msec 
pulse time i s  suf f ic ien t   in   o rder   to   ach ieve   s teady   f low  condi t ions   dur ing  
the  la t ter  ha l f   o f   the   pu lse .  

The arc   current   ranged from 1.8 t o  3.6 KA with a f low  ra te   of   ni t rogen 
from 5 t o  40 g/sec. The cons t r i c to r  inlet  pressure  and  arc  voltage were 
measured. Time in tegra ted  measurements were made of   the   rad ia t ive   hea t  
f lux  leaving  the  quartz   constr ic tor .  Also, the   hea t  was measured  which i s  
absorbed in   t he   qua r t z   cons t r i c to r  walls. The cons t r ic ted   a rc   hea te r  
exhausted  into a low pressure volume. Some photos were taken  of  the  super- 
sonic   exhaust   interact ing  with a wedge and a b lunt  3ody. 

Several  important phenomena were discovered  during  the  course  of  the 
study. High speed  photographs  revealed  flow  instabilities. Under ce r t a in  
circumstances,  the  arc  did  not f i l l  the  tube;   instead a r e l a t i v e l y  con- 
centrated  arc   f i lament   f luctuated  about   the  tube.  A swir l ing   gas   in le t  
was found to   be   e f f ec t ive   i n   r educ ing   a r c   i n s t ab i l i t i e s .  Evidence f o r  
strong Maecker cathode je t s  w a s  a l so  found.  Impinging on the   cons t r i c to r  
walls, these   j e t s   could   l ead   to   increased   e ros ion ,  or shorting  of segments 
i n  a cont inuous  faci l i ty .  It was found that  the  cathode jets could be 
eliminated by using a cathode  with  simultaneous  arc  attachment  on four  
paral le l   tungsten  rods.   This   four-pin  cathode  a lso showed lower  cathode 
erosion  than a cathode  with a s ingle   tungsten rod. In   addi t ion ,  a cascading 
c i r c u i t   f o r   g a s  breakdown triggering  of  the  long  tube was developed which i s  
superior   to   wire   explosion  t r iggering.  

The data   taken on the   pu lsed   fac i l i ty   agree   wi th   those   t aken  on a 
similar f a c i l i t y  which o p e r a t e s   i n  a continuous mode i n   t h e  NASA Ames 
Research  Laboratory. The p u l s e d   f a c i l i t y  i s  able to   ope ra t e   i n  a wider 
range of  parameters. It i s  f eas ib l e  and  advantageous t o   u s e  a pulsed 
version  of  the  high power cons t r ic ted   a rc   hea te r   for   pursu ing   those   research  
top ic s  where data   can  be  col lected  within a f e w  msec. 
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I INIIIROIXJCTION 

The reent ry  tes t  f a c i l i t i e s  as developed  by NASA c a l l   f o r   h i g h e r  
and  higher power levels in   the   cons t r ic ted   a rc   hea te r   sec t ion .  The 
next   generat ion  of   arc   heaters  i s  to   be   des igned   for  a 30 MM power level. 
Also the   t es t - sec t ion  impact pressure must be increased. Such a device 
t h a t  i s  capable   of   s teady-state   operat ion  const i tutes  a large  investment 
i n  power supplies  and  water-cooled  arc  constrictor  sections.  Although  the 
theory  of the a rc   cons t r i c to r s  i s  well developed  and good agreement has 
been  achieved  between the theory  and  experiments1J2 i n   t h e  range  below 5 MU 
of power and  below 7 atm of  pressure, a t  higher  values  of power and  pressure 
u n c e r t a i n t i e s   e x i s t   i n  the theory which arise from the   e f fec ts   o f   rad ia t ive  
heat t ransfer ,  plasma turbulence,  and  arc column i n s t a b i l i t i e s .  For t h i s  
reason, it i s  o f   i n t e r e s t   t o  conduct further research on the cons t r i c t ed   a r c  
a t  high power l eve l s .  

The objective  of the work covered  by this  repor t  i s  to   i nves t iga t e  
the feasibi l i ty   of   performing  the needed research with a pulsed  high power 
a r c   f a c i l i t y .  Experiments on a pulsed   a rc   cons t r ic tor  are meaningful i f  a 
quasi-stationary  f low  of  gas  through the constr ic ted  arc   can be obtained 
i n  a time which i s  shorter   than the discharge time of  the  pulsed power 
supply - 

A lumped parameter t ransmission  l ine  consis t ing  of   discharge  capaci-  
t o r s  and  inductances i s  capable  of  providing  very  high  levels  of  electric 
power for   the   cons t r ic ted   a rc   over   shor t   per iods   o f  time. The cost   of 
these pulsed power suppl ies  i s  very modest compared to  continuously  operating 
f a c i l i t i e s .  A pulsed  arc  heater does  not  need  water  cooling. The same 
appl ies  for instrumentation immersed i n t o  the  arc plasma.  Therefore, it 
i s  poss ib l e   t o   ob ta in  data relat ively  convenient ly  and  quickly from a pulsed 
experiment. 

Three addi t iona l   cons idera t ions   add   in te res t   to  th i s  approach: 

1. The continuous  heat  f lux that can be to l e ra t ed  by  water-cooled 
e lec t rodes  is  limited by  the rate of   hea t   t ransfer  a t  the so l id- l iqu id  
in te r face .  This limit i s  set a t  about 10 KW/cm2 f o r  water. The theo re t i -  
c a l  limit set by  the  thermal  conduction  and  melting  temperature  of a 1-rnm- 
thick  copper  electrode i s  35 KW/cm2. I n  a pulsed  system these limits are 
removed, so that  experiments  could be performed i n  a regime where no present  
day  continuous  device  can  operate.  This  could be a s t ep   l ead ing   t o  the de- 
velopment of  liquid-metal-cooled  electrodes. 

2. A capaci tor   discharge  l ine  can  a lso be pulsed  into a continuously 
opera t ing   a rc  heater. This would raise the ex i t   en tha lpy   for  a few msec 
above presently  achievable values without  exceeding the to le rab le   hea t  
flux t o  the walls. This could be o f   va lue   t o   ac tua l   r een t ry  tests. 
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3. The w a l l s  of a pulsed  arc   constr ic tor   can  be made from quartz.  
This allows  photographic  investigations which a r e   d i f f i c u l t   t o  perform on 
a continuous  device. 

The feasibil i ty  of  the  pulsed  approach  can  be  judged from two 
c r i t e r i a .  

1. Attaining a quasi-stationary  f low  through  the  arc  constrictor 
i s  indicated by a constant   pressure  level  a t  t h e   i n l e t   t o   t h e   c o n s t r i c t o r .  

2.  For comparison, da t a  are taken on the  pulsed  device  in a range  of 
parameters  accessible  to  the  continuous  facil i ty a t  the NASA Ames Research 
Center. 

11. APPARATUS 

1. Pulsed Power and Gas Flow Supply 

The use  of a pulsed  arc  current  reduces  the  cost   of  the power 
supplies  considerably.   But,   care  has  to  be  taken  that   the  events are 
properly  synchronized,  and  also  that  steady-state  conditions  are  reached 
for  those  parameters which a r e   t o  be  investigated.  

A near ly   rectangular   arc   current   pulse  i s  obtained from the  discharge 
of a lumped parameter  transmission  line. Such a l ine   cons is t s   o f  N capaci- 
t o r s  C and  inductors L connected as follows: 

If the number of  sections i s  suff ic ient ly   large  the  governing  re la t ions are 
i d e n t i c a l   t o   t h e  well-known discharge  character is t ics   of  a length of 
transmission  cable. 

The impedance of   the  pulse   l ine i s  given  by Z = E.  
If the   pu lse   l ine  i s  discharged  into a matched load a rectangular 

0 

current  pulse  with a durat ion  of  T = 2- and a magnitude  of I = - U i s  
2z0 
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generated. Here U i s  the  charging  voltage.  The discharge  current can 
be  varied: 

(1) By choosing  different  levels  of  charging  voltage.  

(2)  By having  variable  inductors. 

Varying  the  inductance  also  changes  the impedance and the  pulse  duration. 

The schematic  of  the  pulsed,  high power, constricted  arc  experiment 
i s  shown i n   F i g .  1. The pulsed power supply  consists  of  sixty 15 pF capaci- 
t o r s  and  inductors  with  about 108 pE. The inductors are 60 t u rn   co i l s   o f  
gauge 6 wire with a length  of 18 cm, inner  diameter  of 6 cm and outer  
diameter  of 11 cm. These c o i l s  were c a s t   i n  epoxy because  the  mechanical 
forces   exer ted on the  windings  can  be  appreciable a t  high  currents.  We found 
t h a t   t h e  ohmic resis tance  of   the  inductor   coi ls   caused a drooping  of  the 
current   during  the  pulse   t ime.   In   order   to   achieve a constant   pulse   current  
the  inductance  of  the  pulse  coils w a s  changed. To the  first c o i l   i n   t h e   l i n e  
20 turns   o f  gauge 6 wire were  added. To the   succeeding   co i l s   in   the   l ine  a 
l inear ly   decreasing number of   turns  was added. The inductance  of  the  coils 
near   the end  of  the  l ine w a s  decreased  by  inserting  pieces  of  iron  pipe  into 
the  inner  diameter.   (This i s  effective  because  the  skin-effect   excludes 
magnetic f l u x  from the  area occupied  by  the  iron  pipe).  This method of 
ta i lor ing  the  pulse   coi l   inductance  proved  to   be  effect ive  in   changing  the 
a rc   cur ren t   pu lse .  A capaci tor  was added to   t he   f ron t   o f   t he   d i scha rge   l i ne  
i n   o r d e r   t o   o b t a i n  a fas t  r i s ing   cu r ren t   pu l se   w i th   an   i n i t i a l   ove r shoo t   i n  
magnitude.  This i s  bene f i c i a l   fo r   t r i gge r ing   t he   a r c .  

The impedance of   the  pulse   l ine i s  about 2.7 a. The arc   res i s tance  
generally  has a lower  value.  This  unbalance  of impedances  can lead t o  
current  reversal .   For improving the  impedance  match a 0.7 0 "Glow Bar"  
carbon  res is tor  was added to   the  c i rcui t .   Switching  of   the  arc   current  
was achieved  with a mercury igni t ron  type 7703. The t r igger   vo l tage  i s  
obtained from the  discharge  l ine  vol tage  by  use  of  a vol tage  divider .  The 
igni t ron  fires when switch S1 is closed.  Switch S1 i s  a vacuum switch  with 
a 40 KV stand-off  voltage. For safety  reasons  the  discharge  l ine i s  enclosed 
i n  a s t e e l  mesh cubicle.  The pulse   current  i s  c a r r i e d   t o   t h e   a r c   c o n s t r i c t o r  
via high  voltage  coaxial   cable.  The current  magnitude i s  3.6 KA a t  20 KV 
charging  voltage  with a pulse   durat ion  of  5 msec. 

The flow  of  nitrogen is  pulsed on for   about  0.2 sec. The e l e c t r i c a l  
actuat ion  of   the  shut-off   valve  ( type MV 36, made by  Marotta Valve Corp., 
Boonton, N. J.) was changed in   o rder   to   su i t   our   needs .  The reservoi r  
cons i s t s  of' high  pressure  gas  cylinders  with  about 8 cu f t  volume. It i s  
important t o  keep  gas  l ines between the   r e se rvo i r  and the  valve  short   and 
without   constr ic t ion.  The valve i s  d i r ec t ly   a t t ached   t o   t he  small plenum 
chamber which feeds  four   sonic   or i f ices .  The pressure rise i n  t h i s  plenum 
chamber i s  shown in  the  fol lowing  osci l logram. We see t h a t  after 70 msec 
a constant  pressure i s  a t ta ined .  A t  t h i s   p o i n t   i n  time the   a rc   can   be   f i red .  
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TRIGGER WIRE ARC CONSTRICTOR TUBE 

FAST ACTING 
G A S  VALVE 

Fig. 1. Schematic of the  pulsed,  high power, constricted  arc experiment. 



ARC CURRENT 

* CALl6RATJON TRACE 
500 PSI 

PRESSURE IN 
PLENUM CHAMBER 

I I p s  
.- 20 m s e c   / c m  

Fig. 2. Cal ibrat ion check  of pressure  in  plenum 
chamber and instant   of  time when a rc  
fires. Applied  pressure i s  290 p s i .  

2. .~ Synchronization ~ and  Triggering 

The gas  valve i s  ac t iva ted  from a hand switch which i s  well insu la ted  
for   safety  reasons.  A s imple  c i rcui t   wi th   re lays   delays  the  s ignal   to  
f i r e  the   ign i t ron  by a time which is v a r i a b l e   i n  a range  of  about 100 msec. 

T r igge r ing   i n i t i a l ly  was achieved  with a 2 mil diameter aluminum wire 
s t rung between  anode  and  cathode. When the   ign i t ron  fires, t h i s  wire 
ewlodes .  The generated metal plasma starts the  arc .  By the  time when 
steady  flow  conditions  have  been  attained  the metal plasma has  been swept 
out   of   the   tube.   Tr iggering  with a wire i s  inconvenient,  and  splashes 
of  molten metal t end   t o   de t e r io ra t e   t he   cons t r i c to r  walls. Therefore  gas 
breakdown t r igge r ing  was t r i e d .  The arrangement shown i n  Fig. 3 was very 
successful   except   for   the  case of high  flow rate. Before firing, the   a rc  
cons t r i c to r  i s  pumped  down t o  a pressure  near 1 mm of mercury. When a 
steady  flow of cold  ni t rogen  gas  i s  flowing  through  the  constrictor  the 
pressure at the  cathode  reaches  values  in  the  range of 0.2 atm. Gas i n  
t h e  full length  of   the  tube w i l l  not  break down with  charging  voltages 
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10 TO 20 K V  

Fig. 3. Pdsed corlstricted arc with gas breakdown t r iggering.  



between 10 and 20 KV. Copper segments are inse r t ed   i n to   t he   cons t r i c to r  
w a l l  a t  various  distances  from  the  cathode. Each of   these segments i s  con- 
nec ted   t o   t he  anode  by a 500 h2 r e s i s t o r .  When the   i gn i t ron  fires, the  
f i rs t  segment i s  a b l e   t o   b r e a k  down the  gas   inside  the  constr ic tor .  The re- 
su l t i ng   a r c   cu r ren t  i s  limited to   values   near  30 amp. by  the 500 h2 r e s i s t o r .  
The ion ized   a rc  plasma, being swept  downstream, breaks down the  following 
segments in   success ion  until breakdown occur s   t o   t he  anode, a t  which time 
t h e  Pull arc   cur ren t  starts t o  flow. A t  high  flow rates it takes up t o  
1 msec un t i l   t he   h igh  power a r c  i s  established.  This mode of   t r igger ing  
worked very well except   for   the  case  of   high  gas   f low rates and low 
charging  voltage  and i s  adaptable   to   var ied  condi t ions.  

3. Arc Constr ic tor  

The arc  constrictor  nominally i s  56" long  and  has 1" inner  diameter 
with a thickness  of  the  quartz  tube wall of  about 2.4 mm. The dimensions 
var ied somewhat f o r   d i f f e r e n t  shipments  of  quartz. Where more precise  
dimensions are c r i t i c a l   t h e y  are given  with  the  data.  It was found t h a t  
quartz walls a re   super ior   to   e i ther   pyrex  or vycor  glass. 

The des ign   de ta i l s   o f   the  inlet  sec t ion   of   the   a rc   cons t r ic tor   a re  
shown in   F ig .  4. 

A 0.5" pipe  connects  the plenum  chamber to   the   fas t -ac t ing   gas   va lve .  
The gas i s  metered  from  the plenum chamber into  the  arc   constr ic tor   through 
4 sonic   or i f ices .   See  the view cu t  AA. These or i f ices   i s sue   gas  je ts  i n  a 
tangent ia l   d i rec t ion .  These or i f ices   can   e i ther   be   a l igned   such   tha t  a l l  
of  them blow i n   t h e  same direct ion,   thus   creat ing a strong  vortex, or they 
can  be  aligned as i s  shown in  Fig.  4. Then they  create  a turbulent   gas  flow 
without swirl. 

Figure 4 shows the  cathode  assembly  and  the first segment of t he  
t r igger ing  scheme shown i n   F i g .  3. The seal ing  gaskets  are made e i t h e r  
from si l icon  rubber  or from te f lon .  It was found tha t   t he   r ad ia t ive   hea t  
flux deter iorates   the  s i l icon  rubber .   Si l icon  rubber   therefore  w a s  used 
only   in   p laces  where it could  be  shielded from the arc   radiat ion.   Tef lon 
did  not   deter i .orate   not iceably.  The cathode  consists  of 1/8" diameter, 
'2% thoriated  tungsten  rods  pressed  into a copper  holder. The e ros ion   ra te  
of  the  tungsten is  low, and the  rods are readi ly   replaced if  needed. 
(See  Fig. 23.) Piezoelec t r ic   p ressure   t ransducers   a re   ins ta l led   wi th   an  
i s o l a t i n g   i n s e r t .  A passage of 1/8" diameter  and 1/4" long  t ransmits   the 
pressure   to   the   t randucer   and   prevents   des t ruc t ion   of   the   t ransducer   by  
the  arc.   This  procedure i s  recommended by  the  manufacturer  and i s  claimed 
not   to   impai r   the  time response in   t he   p re sen t   r ange   o f   i n t e re s t .  

Figure 5 shows the  design  of  those segments i n   t h e   c o n s t r i c t o r  w a l l  
which were used t o  measure t h e   e l e c t r i c   p o t e n t i a l  drop along  the axis of 
the   cons t r ic ted   a rc .  
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Figure 6 shows the  design of  t he  anode. The cy l ind r i ca l  anode i s  
machined  from s o l i d  copper. In i t ia l ly   the   a rc -hea ted   gases   i s su ing  from 
t he  anode were exhausted  into the atmosphere. It proved t o  be des i rab le  
to   exhaust   into  an  evacuated volume because  the smaller amount of  gas 
contained  in  the cons t r i c to r  a t  the   ins tan t   o f   s ta r t ing   the   a rc   d i scharge  
results i n  a reduced  pressure  overshoot. All reported  data  were taken 
with the cons t r ic tor   exhaus t ing   in to  a 10 ' - long   g lass   tube  with 6 '  I.D. 
A mechanical forepump, e l e c t r i c a l l y   i s o l a t e d ,  was used t o  pump t h i s   g l a s s  
tube down t o  a pressure  of  about 1 mm Hg. 

111. EXPERIMENTAL  RESULTS 

1. Measurements 

The values  of  arc  current,   pressure,   and  arc  voltage were taken 
from the t r a c e s  of Tektronix  oscil loscopes,  Model 564 and 503. The 
a rc   cur ren t  was measured with a shunt   res i s tor .   This   res i s tor  was con- 
s t ruc ted  from coaxial  copper  conductors. The voltage  sensing  leads were 
a t t ached   t o   t he   i n s ide  of the hollow  center  conductor.  This  guarantees 
that  the  vol tage  readout   c i rcui t  i s  inductively  decoupled from the  current-  
c a r r y i n g   c i r c u i t   i n   o r d e r   t o   o b t a i n  the true waveform of the pulsed  arc  
current.   This  high  current  shunt was ca l ib ra t ed  w i t h  instruments of 0.5% 
accuracy. 

The pressure  readings were obtained  from  piezoelectric  transducers,  
type Kistler 60u, with charge  amplifier Model 503. The charge  amplifiers 
were mounted i n  a box  containing a desiccant ,   s ince  they  are   adversely 
a f fec ted  by  humidity. The ca l ib ra t ion  of the  pressure  t ransducers  with 
t h e i r  charge  amplifiers was checked  by  comparing the output w i t h  d i r e c t  
pressure measurements taken from a mechanical  gauge with an  accuracy  of 
b e t t e r   t h a n  1% i n  the range  used. An example of   the   ca l ibra t ion  i s  shown 
i n   F i g .  2. The arc   vol tage was recorded  with  Tektronic  voltage  dividers 
Model F 6 O l 5 .  The accuracy  of the current,   pressure,   and  arc  voltage 
measurements i s  pr incipal ly   l imited  by  the  accuracy  of   the scope t races .  

The gas  flow was metered to   the   cons t r ic tor   th rough four  sonic   o r i f ices  
w.ith a pressure   ra t io  that always was maintained a t  a value  greater   than 
two. Under t h i s  condition the mass flow rate of ni t rogen i s  a funct ion  of  
the   s tagnat ion   pressure   in   the  plenum  chamber only. (The o r i f i c e  s i z e  and 
the stagnation  temperature are constant.)  The diameter   of   the   four   or i f ices  
i s  about 0.1 cm. The mass f low  ra te   versas   s tagnat ion  pressure  cal ibrat ion 
i s  shown in   F ig .  7. A Heise pressure gauge with 0.1% accuracy a t  full sca le  
(1000 p s i )  and a Rotameter with 0.5% accuracy a t  f u l l  sca le  (19 g/sec) were 4 
used   fo r   t h i s   ca l ib ra t ion .  The l i nea r   r e l a t ionsh ip  i s  expected from theory. 
Therefore it i s  safe to   ex t r apo la t e   t h i s   ca l ib ra t ion   t o   h ighe r   va lues   o f  
mass flow  rate.  
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The hea t  flux measurements were obtained  from  the measured  tempera- 
t u r e  rise of  bodies  with known thermal mass. The temperature rise was 
measured with iron-constantan  thermocouples. The s tandard   ca l ibra t ion  
t a b l e s  w e r e  used.5 The ca l ib ra t ion  w a s  checked  by  exposing  the  thermo- 
couples   to  known temperatures  between 2OoC and 100°C. The cold  junctions 
were p l a c e d   i n  a bath  of   mel t ing  ice .  The readout was given  by a potentio- 
meter-type printing  recorder  with  an  accuracy  of  about 2$ i n   t h e  range  used. 
These heat  flux measurements represent   values  which are averaged  over  the 
pulse  t ime  of 5 msec. 

Photographic  investigations were carr ied  out   with a Dynafax  camera 
which  allowed a maximum rate of 26,000 frames per  sec  with an exposure 
time of  about 1 psec  and a frame separat ion of about 38 ysec. 

2. Data 

The primary  objective  of  this  study i s  t o  determine  the  feasibi l i ty   of  
obtaining  quasi-s ta t ionary  condi t ions  in  the pulsed  arc  experiment.  Typi- 
cal   oscil lograms  of  the  pulsed  current,   arc  voltage  and  upstream  pressure 
are given  in  the  following  paragraph.  This may enab le   t he   r eade r   t o   u se   h i s  
Own judgement f o r  estimating  the  t ime  required  to  reach  steady  f low  condi- 
t ions. 

Subsequently  the  values  of  pressure  and  arc  voltage, measured near 
the  end of   the  pulse ,  are presented.  These w i l l  be  compared with those 
taken on the   cons t r ic ted   a rc  heater operating a t  the  NASA Ames Research 
Laboratory. 

(A) " Oscillograms-of _ _  - - pulsed  arc   current ,   vol tage and cons t r ic tor  
in le t  pressure.-  Figure 8 shows the   t r ace  of current,  upstream  pressure,  and 
a rc   vo l t age   i n   t h ree   ax ia l   pos i t i ons .  The arc   current   pulse  shows an 
approximately  rectangular  shape. Also the arc   vol tage and pressure show 
well-defined  plateau  values,   indicating  quasi-stationary  conditions.  The 
s tar t ing  phase i s  characterized  by  an  overshoot of pressure and  of  the  arc 
voltage.  Following  this,  the  nearly  constant  plateau  values of pressure 
and  voltage f a l l  off   sharply when the  arc   current   ext inguishes .  The peaks 
i n   t h e   v o l t a g e   t r a c e  a t  the  end of t he   pu l se   a r e   r e l a t ed   t o   t he   cu t   o f f   o f  
the  igni t ron.   Figure 8 indicates   that   under   favorable   condi t ions a quasi- 
s ta t ionary  tes t  time of 3 msec can  be  obtained  out  of a pulse   length  of  
about 5 msec. Favorable  conditions exist if  gas breakdown triggering  can 
be employed and if  a low gas  flow rate i s  chosen. 

Figure 9 shows oscillograms  taken  with a high  gas  flow rate and  with 
a t r i g g e r  wire used   fo r   s t a r t i ng   t he   a r c .  The t r i g g e r  wire explosion 
generates a steep  overshoot  in  pressure.  The quasi-stationary test  time 
is  shortened  to   about  1 msec. A t  high mass f low  the  t races  show increased 
random f luc tua t ions .  These are probably  correlated  to   the  arc  column in-  
s t a b i l i t y   t h a t  was found t o   b e  pronounced a t  high mass flow rates. The 
high  f requency  hash  on  the  pressure  t races   appears   to   be a resonance  of  the 
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duct   connect ing  the  pressure  t ransducer   to   the  arc   constr ic tor .   In  
i so la ted   cases   ab la t ion   o f   the  w a l l s  or of   the  O-ring seals proved t o  
be a problem.  This was evidenced  from  pressure  signals  which went through 
a minimum and showed a rising value  toward the end of  the  pulse .  

Figure 10 shows two pressure   s igna ls   tha t  were obtained with a 
gas  flow  containing a s t rong   vor tex .   In  this case the fou r   gas   i n l e t  
nozzles were turned  such  that   they  exhausted  tangent ia l ly   in  l ike sense. 
The noise on the  pressure  s ignals  i s  decreased,  but a plateau  of   constant  
pressure i s  not  obtained.  Instead, the pressure  t race  maintains  a s l i g h t  
negative  slope.  Although the reason i s  not known, it may be due t o   a n  
in t e rac t ion  of  the vortex with the   t rans ien t   gas  dynamic phenomena. 

The lower  oscillogram  of  Fig. 10 shows that the gas breakdown t r igger ing  
allows a s izeable   reduct ion  of  the in i t i a l   p re s su re   ove r shoo t .  The low 
cur ren t   t r igger   a rcs  which are drawn by  the  various  copper segments  allow 
a more gradual rise of the  pressure.  

(B) Values  of  arc  voltage  and  constrictor  inlet   pressure measured 
near   the  end  of the  current   pulse . -  A series of tests was performed i n  
o rde r   t o   ga in   da t a   fo r  a comparison  with  the  continuous  arc  heater  facil i ty 
of similar dimensions,  operating a t  the  NfXIA Ames laboratory.  The following 
graphs show the  values   of   pressure and voltage as determined  from  the  quasi- 
stationary  phase  of  the  pulsed  arc  gas  f low  interaction. 

Figure 11 shows the ef fec t   o f  the v o r t e x   i n  the gas  flow on the measured 
upstream  pressure. The presence  of  the  vortex  raises  the measured pressure.  
This is. a l s o  true f o r  the case  of a cold  gas  flow  without  an  arc. It i s  
concluded that   the   increased  pressue i s  due t o  a radial pressure  gradient  
generated by the  vortex.  The vortex had no pronounced e f f e c t  on the  measured 
arc   vol tage.  

A l l  subsequent  data were taken  with a gas  flow  containing no vortex. 

A set of d a t a   t a k e n   e a r l i e r   i n   t h e  t e s t  program i s  shown in   F igs .  12, 
13, 14. The upstream  pressure shows a near ly   l inear   increase  with mass 
flow rate. With increasing  current   the   pressure  increases  less than   l inear .  
Also the   a rc   vo l tage  shows a near ly   l inear   increase   wi th  mass flow rate. 
(For a def in i t ion   o f  U1, U2, U3 see Fig. 3 ) The vol tage  gradient  i s  
strongest  near  the  cathode. The quar tz   tubes   used   for   th i s  test  series had 
an  inner  diameter of 26.3 mm. 

The r e su l t s   o f  a subsequent tes t  series with  quartz  tubes  of 26.4 
mm I.D. are shown i n   F i g s .  15, 16, 17. These data show the same trends 
as those  of  the earlier tes t  se r i e s .  Yet, the measured values are somewhat 
smaller, p a r t i c u l a r l y  a t  high  flow rates. For   the later tes t  series a l l  
c r i t i c a l  O-rings were made from teflon,  thus  reducing  contamination. Also 
the ca l ibra t ion   of  mass flow rate, pressure,   current  and  voltage was re- 
checked.  Both se t s   o f  t es t  da ta  are p resen ted   i n   o rde r   t o   a l l ow  the   r eade r  
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with  strong  vortex  and  gas breakdown t r igger ing .  
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t o  make his own estimate of the  range  of  uncertainty.  The discrepancy 
between the   da ta  amounts to   about  E$, a par t   o f  which  can  be  explained 
by the l a r g e r  inner diameter  of  the  constrictor  tube for t he  second set 
of data. Also, the  contamination  level was l ike ly   t o   be   l ower   i n   t he  
second set of data. (Figs.  15, 16, 17.) I n  t he  first set of   data  a 2$ 
thoriated,  1/8"-diam. tungsten  cathode was used. By weighing  the  cathode 
it was establ ished  that   cathode  erosion  could have provided a maximum 
contamination  of 5$ by weight or, equivalently,  about 1% per volume. 
The second s e t  of da ta  was taken  with a cathode  consisting of fou r   pa ra l l e l  
rods of 1/8" dim.   tungsten,  2$ thor ia ted .  The mass loss of  the  cathode 
indicated a m a x i m u m  tungsten  contamination  level of 1% by  weight.  Slight 
erosion  of   the  quartz   tube w a l l s  can  occur a t  high  values of gas  flow rate. 
This i s  p a r t i c u l a r l y  pronounced  near  the  cathode. The clear   quartz  becomes 
opaque in   p l aces  where ablation  occurs.  Data where disregarded  wherever 
the   p ressure   t race   ind ica ted  heavy erosion by a posi t ive  s lope  near   the end 
of  the  pulse.  

( C )  Time in tegra ted  measurement of wall heat  f lux.-  The hea t   f lux  
which i s  absorbed  in the quar tz   cons t r ic tor  w a l l  and the   rad ia t ive  heat 
f l u x  which i s  transmitted  through  the  quartz w a l l  have  been  measured  with 
a simple  calorimeter, shown in   Fig.  18. The measured  temperature rise, 
per  arc  discharge,   of  the  quartz w a l l  and  of  the  graphite  sleeve  yield 
values of hea t   f l ux  which a r e  time averaged  over the to ta l   pu lse   l ength .  
Since  the  transient  high  pressure  phase of the  pulsed  arc   heater  i s  

/ / 
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Fig. 18. Calorimeter  geometry for measuring 
w a l l  hea t  flux. 
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associated  with a raised heat  f lux,  it i s  l i k e l y   t h a t  the da ta  shown i n  
Fig. 19 are somewhat higher  than  those  of  the  stationary  phase.  The data 
indica te   tha t   about  3% of   t he   t o t a l   hea t   f l ux  i s  transmitted  through a 
quartz w a l l  w i t h  1.4 m a  thickness. The rad ia t ive   hea t   f lux   increases   wi th  
increasing mass flow rate, due to   t he   i nc reased   p re s su re   i n   t he   a r c  dis- 
charge. The to t a l   hea t   f l ux   s t rong ly   i nc reases   w i th  raised current .  The 
cold  gas which f lows  through  the  constr ic tor   for   about  100 msec after the 
current  pulse  does  not  introduce any l a r g e   e r r o r   i n t o   t h e  measurement 
of   the wall absorbed  heat  flux. When the   pu lsed   a rc  was f i r ed   nea r  the end 
of the  gas  pulse,  thus  shortening  the  succeeding  cold  gas  flow, no e f f e c t  
on the measured value  of s, w a s  apparent. Gas breakdown t r igger ing  was 
used for these hea t   t r ans fe r  measurements, thus  eliminating  contamination 
by the t r i g g e r  wire metal. Erosion  of the quartz  tube w a l l  could  not be 
de tec t ed   e i the r   v i sua l ly  or by  weighing. The emitted heat   f lux  contained 
a s t rong   u l t r av io l e t  component. This was evidenced  by a strong smell of 
ozone i n  the room after every  discharge,   par t icular ly  f o r  runs with  high 
mass flow rate. The emi t ted   rad ia t ion   in tens i ty  w a s  s u f f i c i e n t   t o  melt 
t i n   f o i l s  which  were p l a c e d   i n  the v ic in i ty   o f  the quartz   constr ic tor .  

I n  a side-line  experiment  the  quartz  constrictor  tube w a s  enclosed 
in   sh iny  aluminum f o i l .  The object ive was t o  see whether t h i s  would 
inf luence  the  inlet   pressure and the   a rc   vo l tage .  The r ad ia t ive   hea t  
f l ux   cons t i t u t e s  a s i zeab le   f r ac t ion   i n  the energy  balance. If a p a r t  
o f   t h i s   r ad ia t ion   cou ld  be re turned   to  the a rc   by   r e f l ec t ion  it might  be 
poss ib l e   t o   obse rve   an   e f f ec t  on other   parameters   of   the   arc  which are 
governed  by the energy  balance. No such e f f e c t  could be observed. 

A secondary  flow  of  argon i s  used i n  many similar a r c  heater f a c i l i t i e s  
to   protect   the   cathode from erosion.  In one t e s t  series, therefore ,  up t o  
30 mol$ of  argon w a s  added to   the   n i t rogen   f low  in   o rder   to   de te rmine  i ts  
e f f e c t  on the measured parameters. There was no e f f e c t  on the upstream 
pressure.  The arc   vol tage  and  the heat absorbed i n  the quartz wall de- 
creased by only  about 1%. The r ad ia t ive   hea t   f l ux  seemed to   i nc rease  
s l ight ly   with  increasing  argon  content .  

3. Comparison of  the  Pulsed Arc Voltage  and  Pressure D a t a  
wi th   tha t   o f  a Continuous F a c i l i t y  

~ - 

The shape  and s ize   of   the   pulsed  arc   (Fig.  3) was chosen so that a 
d i r e c t  comparison of  performance  could  be made with  the NASA,  Ames Arc- 
Heated  Planetary Gas Wind Tunnel.2  Duplication  of  voltage,  inlet-pressure 
of   the  constr ic tor   tube,  and wall heat t r a n s f e r  rate would provide  strong 
evidence that the pulsed   a rc   j e t   has   t ru ly   reached   s teady-s ta te   condi t ions  
and t h a t   t e s t   r e s u l t s   f o r  one device  could be appl ied   to   the   o ther .  Such 
a comparison i s  necessary  because  the  oscillograms  of  voltage  and  pressure 
such as shown i n  Fig. 8 might show fu r the r  change over a time period that  
i s  long compared with  the  oscil lograph sweep. For example, there  might 
be a long time-constant change in   reaching   the   f ina l   f low  prof i les   wi th in  
the  constr ic tor   tube.  
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Figure 20 compares the  constr ic tor   vol tage,  U f o r   t h e  two a r c  jets. 
The agreement i s  excel lent ,   a l though  the  scat ter   o l ' the   pulsed  arc   data  i s  
somewhat greater   than  desired.  The larger  range  of  f low rates f o r   t h e  
pulsed   a rc  je t  shown i n  Fig. 20 a l so   impl ies   tha t  a much wider  range  of 
operat ion i s  possible   with  this   device.  

The comparison  of constrictor  upstream  pressure i s  complicated  by 
d i f f e r e n c e s   i n   t h e   c o n s t r i c t o r   s i z e  and i n   t h e  method of  f low  injection. 
The effect   of  tube  diameter,  D and cross   sec t ion  area, A can be calculated 
by  assuming a c r i t i ca l   f l ow  r e l a t ionsh ip :  

m/A = constant x p H -0.4 

and  by  assuming that the enthalpy, H va r i e s  as I/D. Then f o r  a given 
current ,  I and  flow rate one obtains  

( R e f .  1 ,2)  

The diameter   of   the   arc   constr ic tor  i s  26.3 mm in   the   pu lsed   device  and 
25.4 mm in   the   cont inuous   fac i l i ty .  This l e a d s   t o  a fac tor   o f  1.087 f o r  
the pressure  correct ion.   In   the Ames s teady-s ta te   a rc  je t ,  the  ni t rogen 
was injected  with  an unknown amount of swirl and was dis t r ibuted  over  
about 8 inches  of   constr ic tor   length.  The ef fec t   o f   the   d i s t r ibu ted   f low 
in j ec t ion  i s  bel ieved  to   be small, but  Fig. 11 shows a -large e f fec t   o f   the  
swirl on the measured pressure   in   the   pu lsed   a rc .   In   o rder   to  compare the  
constr ic tor   pressure,   the   data  o f  Fig. 11 for   f low  inject ion  with and 
without swirl i s  compared wi th   the   s teady-s ta te   a rc  j e t  pressure   for  a 
current  of  about 1.8 KA and a range  of  nitrogen  flow rates. Curves f a i r e d  
through  the  pulsed  arc   data   for   s t rong swirl and  zero swirl are seen t o  
span  the  curve  of  the  moderate swirl steady-state  pressure.   Fig.   21 shows 
a reasonably good agreement  between the  pressure  data ,   taken on the  pulsed 
and on the  cont inuous  faci l i ty ,  i f  t h e   e f f e c t   o f  swirl i s  taken  into  account. 

The hea t   t r ans fe r  rates of  Fig. 19 are, of  course, time averages  over 
the  pulse   length  of  5 msec.2 Because the  w a l l  h e a t   f l u x  i s  known t o  be a 
s t rong  funct ion  of   pressure and  because the   p ressure  i s  observed t o  overshoot 
f o r  an  appreciable   par t   of   the   pulse ,   the   integrated  heat   t ransfer  rates 
should be higher  than  steady-state  values.  

Figure 22 shows a comparison  of hea t   t r ans fe r  rates measured  on the  
pulsed and  on the continuous  arc  constrictor.  The measurements  were 
taken  near the midpoint  of  the  constrictor  tube.  A s  expected, the  
pulsed  arc   data  are higher  than  those from the  continuous NASA Ames 
f a c i l i t y .  
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4. Photographic  Investigations 

The p u l s e d   a r c   f a c i l i t y  i s  par t icu lar ly   su i tab le   for   photographic  
observations  because  the  quartz walls allow a d i r ec t   op t i ca l   access .  All 
high  speed  photos were taken  with 1 psec  exposure time. 

(A) Cathode phenomena.- The cathode i s  placed a t  t h e   i n l e t   t o   t h e  
a rc   cons t r ic tor .  Any erosion  therefore  produces a contamination  of  the 
gas stream. I n   o r d e r   t o  minimize  cathode  erosion, three different  cathode 
versions were tested. These are shown i n  Fig. 23. 

A C B 

Fig. 23. Different   cathodes  tes ted  with  the  pulsed  arc .  

Cathode A i s  a 1/2”-diameter  copper  rod  with a spher ica l  end face.  
A s  one might  have  expected,  because  copper i s  not able to   sus ta in   apprec iab le  
thermionic  electron  emission,  this  cathode showed heavy erosion after a 
single exposure to   the   pu lsed   a rc .   (For  a tabula t ion   of   the  relative re- 
s is tance  of   var ious metals to   erosion  by  arc   a t tachment  see R e f .  11). 

Figure 24 shows that   the   arc   a t tachment  on the  cold  copper  cathode 
i s  constr ic ted.  The photos  of  Fig. 24 were taken  about 3 msec after the  
start of the arc .  

Cathode B consis ts   of  a s ingle   rod  of  1/8“-diam. thoriated  tungsten.  
The cathode  photographed in   Fig.  24  had a f la t  face  and was not  tapered 
as i s  shown i n  Fig. 23. The photo 24B shows a Maecker cathode je t  which 
i s  bent  sideways.  In  other  high  speed films it was observed that t h i s  cathode 
j e t  can either be bent  or s t r a igh t .  Note t h a t  the current   re turn  a long  the 
a rc   cons t r i c to r  i s  not   t ruly  coaxial .  Two wires a t  about  equal  distance 
on opposi te   s ides   of   the   arc   constr ic tor   carry  the  re turn  current .  The 
asymmetry of  the  magnetic  f ield produced  by the  current  return  path  probably 
causes  the  current  carrying  cathode j e t  t o  bend. 



Fig. 24, Arc attachment on the  three  cathodes of Fig. 23. 
17.5 g/sec  nitrogen flow, 3.2 KA. 
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The cathode C consis ts   of   four   tungsten  rods  pressed  into a copper 
slug. This ty-pe of  cathode showed the  smallest amount of   erosion  of   the 
three vers ions.   In   Fig.  24C no cathode je ts  or constr ic ted  a t tachment  are 
v i s ib l e   i n   t he   s ide -on  view. I n   o r d e r   t o   d e t e c t   f u r t h e r   d e t a i l s   o f   t h e  
arc  attachment on the  four-pin  cathode, a f i l m  w a s  taken  with a 45’ end- 
on  view. A selected  sequence  of 3 frames from this f i l m  i s  shown i n  
Fig. 25. 

When steady  flow  conditions  have  been  reached at t = 4.5 msec, we 
see that the  cathode  attachment  occurs  simultaneously on the  var ious 
tungsten  rods.   Preferentially  the  sharp  edges of  t he  f la t  end faces  are 
highly luminous, indicat ing  the  posi t ion  of   the  arc   a t tachment .  No 
evidence  for a cathode j e t  can  be  seen. These photos   indicate   that  a 
cathode  design  with many para l le l   tungs ten   rods  may be feas ib le ,  where 
each rod c a r r i e s  i t s  share   o f   the   to ta l   a rc   cur ren t .  The arc  attachment 
on a s ingle  1/8” tungsten  rod with 2$ thorium  and a pointed end face  i s  
shown i n   F i g .  26. A straight  cathode j e t  i s  c l ea r ly   v i s ib l e   i n   eve ry  
frame of   tha t   f i lm.  On similar films it was observed that the length  of 
the  luminous j e t  increases  with  increasing  current  and  decreasing  pressure.  

( B )  Diameter  and i n s t a b i l i t i e s   o f   t h e   a r c  column.- I n  the following 
discussion the pa t t e rn  of h igh   luminos i ty   in   the   cons t r ic tor  i s  taken as an 
indicat ion  of   the  arc   diameter .  It i s  safe t o  assume that a localized  region 
of   high  luminosi ty   in  a dense  gas  also  corresponds  to  the  posit ion  of  the 
e l ec t r i c   cu r ren t .  Yet, a uniform  region  of  high  luminosity  does  not 
necessar i ly  imply  uniform  temperature or current  density,  because (a) 
these  parameters are not  simply  related  and (b )  a uniform  luminosity  can 
appear  on  the film due t o  overexposure. 

Figure  27 shows a time sequence  of  photos  which  display  the  differ- 
ent   phases   of   the   pulsed  arc   interact ing  with  an  axial   gas   f low  in  a 
cons t r ic tor .  

t = O  

The wire has  exploded in   the   cen ter   o f   the   tube .  The metal plasma i s  ex- 
panding r a d i a l l y  outwards. 

t = 0.2, 0.84, 1.75 msec 

Pressure i s  bui lding up due t o  ohmic heat ing  of   the metal and  nitrogen 
plasma. The gas i s  acce lera ted   in  the axial d i rec t ion .  

t = 2.64, 3.9, 4.9 msec 

The quasi-steady  f low  of  nitrogen  gas  through  the  constrictor has been 
establ ished.  The metal plasma i s  swept out   of   the   tube.  The axial flow 
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t = 1.17msec 

t 4 . 5 m s e c  

t = 5 msec 

Fig. 25.  Arc a t t achmen t  
n i t r o g e n  flow, 

on the   ca thode  of F i g .  
3.0 KA, t = 0 a t  start  

2 3 C +  17.4 g/sec  
of' t h e   c u r r e n t   p u l s e .  
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Fig. 26. Arc  attachment on the  cathode  of  Fig. 23B with 
pointed end  face. 16 g/sec  nitrogen flow,  2 KA, . 
lower  photo i s  retouched i n   o r d e r   t o  show the  
cathode jet  more clear ly .  

of n i t rogen   cons t r i c t s   t he   a r c   t o  a diameter'  which f i l l s  about 1/2 of   the  
tube. The arc  diameter i s  not  constant. Kink  and t w i s t i n g   i n s t a b i l i t i e s  
appear t o  be present.  

t = 5.7 msec 

The arc   cur ren t  i s  down t o  a low value.  This i s  near   the  end  of  the  pulse. 
The a rc  has decreased i t s  diameter. It i s  i n t e r e s t i n g   t o   n o t e   t h a t   p a r a l l e l  
arc   f i laments  seem t o   e x i s t .  The displayed frames are   typ ica l   ones  
selected  out  of  a 5igh  speed film of  about 80 frames. 



t = O  

0.2 m sec 

0.84msec 

I. 75msec 

2.64msec 

3.9 msec 

4.9 mse c 

5.7 msec 

Fig. 27. High speed 

OIR ECTlON OF - 
FLOW 

NSTRICTOR WALL 

f i l m  displaying  the  t ime  history  of  the  pulsed  arc 
wi th   ax ia l  flow. 11 g/sec  nitrogen  flow, 2 KA. Posit ion  about 
20 cm downstream of cathode. 
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Figure  28 shows a la rger   por t ion  of t h e  in le t  s e c t i o n   t o   t h e   a r c  
constr ic tor .   Figure 28 a l s o  was taken a t  a higher  f low rate of nitrogen. 
A t  a higher  flow rate t h e   a r c   c o n s t r i c t s   t o  a smaller diameter, which makes 
t h e   i n s t a b i l i t i e s  more pronounced. 

t = o  

The t r i g g e r  wire explodes. 

t = 0.73, 1.26 msec 

This i s  the high  pressure  transient  phase  of  the  f low. The cold  nitrogen 
f low  en ters   the   cons t r ic tor  from the l e f t .  The contact  of t h i s  cold  flow 
with  the  arc   causes  the a r c   t o   c o n s t r i c t .  One can  observe that the con- 
s t r i c t ion   p rog res ses  from t h e  l e f t  t o   t h e   r i g h t .  

t = 2.9, 3.5 msec 

This i s  the s teady  phase  of   the  arc   f low  interact ion.  The a r c  a t  high 
flow rate i s  cons t r ic ted   to   about  1/4 of  the  tube  diameter. The a r c  
shape i s  very  crooked. 

t = 5.7 msec 

This i s  near the end  of the  pulse .  With decreasing  current,  the a r c  
diameter  decreases. 

Figure 29 demonstrates how w e l l  the a r c   i n s t a b i l i t i e s  can be eliminated 
by  swirling the gas  flow  through  the  constrictor. A s t rong  vortex i s  
generated  in  the flow  by  blowing  the  gas in   t angen t i a l ly .  A t  high  flow 
rate with a s t rong  vortex the a r c  i s  c o n s t r i c t e d   t o  a narrow s t r a i g h t   l i n e .  

High speed films taken  of  the  arc  near  the anode show a near ly  
uniform  luminosity  across  the whole diameter  of  the  tube,  even a t  46 g/sec 
nitrogen  flow with 1.9 KA current.   Films  taken  in  the  middle  section  of 
the   cons t r ic tor   ind ica ted  that the a r c  column d id   no t  f i l l  the   cons t r i c to r  
completely. 

( C )  Luminosity pa t t e rn  or bodies   in   the   exhaus t  stream.- A few films 
were taken  of  the  luminous  patterns  created when the   exhaus t  stream i n t e r a c t s  
with a s o l i d  body. The unperturbed  exhaust stream shows a r e l a t i v e l y  low 
luminosity. The background p res su re   i n  the exhaust  region was in   t he   o rde r  
of 100 mm Hg. Before  every  discharge,  the  glass  tube,  comprising the exhaust 
volume, was pumped  down t o  a pressure  of  about 1 mm Hg. The in t e rac t ion  of 
the  exhaust  flow with a wedge i s  shown in   F ig .  30. 

The luminous region  corresponds  to the high  density  flow  behind the 
shock wave.  The luminous  region  does  not  extend  to  the sharp edge  of  the 
wedge. The forward  boundary  of t he  luminous  region  does  not  necessarily 
correspond  the  position  of the shock wave. Therefore, it i s  not safe t o  
conclude t h e  Mach number of  the  flow  from  the  magnitude  of  the  observed  angle 



DIRECTION 
OF FLOW ' 

t = O  

0.73msec 

I .  26 msec 

2.9 msec 

3 .5  msec 

CATHODE 
5.7 msec 

4 2 . 5 c m  b- 

Fig. 28. High speed f i l m  displaying  the time his tory of  the  pulsed  arc 
with  axial  flow. 39 g/sec  nitrogen flow, 1.9 KA. Posi t ion a t  
the  cathode  end of the  constr ic tor .  
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DIRECTION OF  FLOW WEDGE 

Fig. 30. A wedge exposed to   the  exhaust  stream of  the 
pulsed  arc  heater.   Posit ion  of  leading edge 
about 4 cm from exi t   p lane  of  anode. 30.7 g/sec 
ni t rogen flow, 3.5 KA current,  exposure  time 
about 1 psec. 

between  the  direction  of  the  f low and the luminosity pattern. From t h e  
nea r ly   s t r a igh t  boundary l i n e  between the luminous  region  and  the oncoming 
flow one caa  conclude that the exhaust  flow i s  supersonic. From the  ex- 
pansion  ra t io   of  the anode  nozzle one  would expect a Mach number of about 
three.  

I n   o r d e r   t o  check  on the steadiness  of  the  exhaust  flow a high  speed 
film was taken of the   exhaust   interact ion  with a blunt body. A f e w  of  the 
frames  are shown in   F ig .  31. One e q e c t s  a curved  shock t o   e x i s t   i n   f r o n t  
of a b lunt  body i n  a supersonic  flow. The photos show the  luminous  region 
behind that shock. On the  film strip one can observe  that   during  the last 
3 msec of the  pulse-heated flow, a very  steady  luminous  region exists i n  
f ront   o f   the  blunt body. This  lends  evidence  to  the belief that during  the 
f i n a l  phase of the   cur ren t  pulse a quasi-stationary  flow i s  obtained. 
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DIRECTION 

OF FLOW 

Fig. 31. A 0.5”-diam. rod exposed 
crosswise to   the exhaust 
stream of  the  pulsed  arc 
constrictor.  Position about 
2 cm from exit  plane of the 
anode. Frame separation 
about 80 psec, exposure time 
about 1 psec. 
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IV. CONCLUDIZ SECTION 

The main purpose  of t h i s   s t u d y  w a s  t o   i n v e s t i g a t e   t h e   f e a s i b i l i t y  
of   obtaining  s ta t ionary  f low  condi t ions  with a constr ic tor   length  and 
pulse  time of   the  given magnitude. 

The processes   leading  to  a quasi-steady f low  in-   the  pulsed  arc  
constrictor  can  be  understood  with a knowledge of  non-steady  flow i n  
compressible  fluids. The following i s  a short   descr ipt ion of t h e   e f f e c t s  
taking  place,   and  an  ini t ia l  estimate of the  time needed to   reach   quas i -  
steady  flow. 

F i rs t ,   cons ider   the  phenomena occurring a t  t h e  time o f   a r c   i n i t i a t ion .  
The t h i n   t r i g g e r  wire in   t he   cen te r   o f   t he   cons t r i c to r   exp lodes   w i th in  a 
few microseconds after the   ign i t rons  are f i r ed .  A strong shock wave propa- 
ga tes   wi th   supersonic   ve loc i ty   rad ia l ly  outward until it h i t s   t h e   c o n s t r i c t o r  
walls after a time of l e s s   t h a n  40 psec. The shock wave i s  r e f l ec t ed  a t  the  
cons t r i c to r  walls and t r a v e l s   r a d i a l l y  inward. These r a d i a l  shock waves 
decay i n   l e s s   t h a n  200 psec,  and  therefore  should  not  delay  establishment 
of  steady  flow. 

Some d a t a   e x i s t   i n   t h e   l i t e r a t u r e  on the  time constants   of   arc-  
adjustment   to  a sudden  change in  arc  current.   Reference 6 repor t s  
experimentally  determined time constants  of a 1-amp. ni t rogen  arc   ranging 
from 120 psec a t  1/2 a t m  p re s su re   t o  420 psec a t  3 atm. Other  gases, 
including air ,  show a faster response  than  nitrogen. A theo re t i ca l   ana lys i s  
i n  Reference 7 considers   specif ical ly   the  case  of  a cons t r ic ted   a rc   wi th  
a x i a l  flow. For a cons t r ic tor   tube   wi th  a radius  of 1 cm a relaxat ion 
time of about 500 psec i s  indicated.  These  experiments were performed  with 
a small current  modulation on a low cur ren t   a rc .   In   the   ana lys i s   o f  
Reference 7 rad ia t ion  was neglected. One, therefore,  can assume t h a t   t h e  
actual  response time of a high  current   arc  w i l l  be faster than  indicated 
by  the  references.  The t ransient   t ime  of   the  pulsed,   constr ic ted  arc   heater  
should  therefore be governed  by  gasdynamic e f f ec t s .  

The establishment  of  the  arc  creates a high  pressure plasma  which i s  
t raversed by waves propagat ing   in   the   ax ia l   d i rec t ion .  These a r e   e s s e n t i a l  
for   es tab l i sh ing   the   quas i - s teady   s ta te .  The speed  of  these axial waves i s  
governed  by  the  speed  of sound i n   t he   gas .  A high sound speed i s  obtained 
by a high  temperature  and a low molecular  weight. The exploding wire, therefore,  
i s  made from a l i g h t  metal l i k e  aluminum. I n  comparable wire explo  ions 
in i t i a l   t empera tu res   i n   t he   r ange   o f  5 lo5 O K  have  been measured.8 The 
mass of a 5 m i l  aluminum wire 54" long i s  about 5 g, wh i l e   t he   t o t a l  
amount of a i r  conta ined   in   the  1"-diam. cons t r i c to r  i s  about 0.7 grams a t  
atmospheric  conditions. The energy  needed t o  explode  the wire i s  about 

0.3 g of  nitrogen  the  enthalpy w i l l  be  105 Joules   per  gram. According t o  
Reference 9 t h i s   co r re sponds   t o  a temperature  of 14,000 O K .  A t  t h i s  
temperature  under  atmospheric  pressure  the plasma i s  Fully  dissociated.  

Joule. If i n i t i a l l y  30 KJ are ava i lab le  %o heat   an   a rc  column Containing 
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Choosing  an  average  molecular  weight  of M = 18 we can estimate the  
speed of sound c = &%? = .3.300 km/sec. 

where y = 5/3, r a t i o   o f   s p e c i f i c   h e a t s   f o r  a monatomic gas 

R = Gas constant 8.3149 10 3.  Joules  
kg mole "K 

After t h e   a r c  i s  es tab l i shed ,   the   cons t r ic tor  i s  f i l l ed  with a high 
pressure,  high  temperature  gas. The gas  flow has not  yet   had time t o  
ad jus t .   I n i t i a l ly   r a r e fac t ion  waves start t ravel l ing  with  the  speed  of  
sound  from the  open  end in to   the   cons t r ic tor   thus   acce le ra t ing   the   gas .  
A t  t he  open  end the  gas i s  exhausted  with  sonic  velocity. Gas is  f ed  
a t  constant mass flow rate to   the   cons t r ic tor   th rough  the   sonic   o r i f ices .  
Waves reaching  the  back w a l l  o f   the   cons t r ic tor  are r e f l ec t ed .  When they 
again  reach  the  sonic  outflow  region  of  the  constrictor  channel,   they are 
carr ied  outs ide.  The de ta i l s   o f   the  wave interactions  can  be  calculated 
with  the method of   charac te r i s t ics .  

In   the   p resent   case   the   s i tua t ion  i s  complicated  by  temperature 
gradients.  Also a one-dimensional  treatment may not  be  adequate. 
Therefore,   only  an  estimate  of  the  relaxation time w i l l  be  obtained  by 
comparing the  present  case  with similar problems of   unstat ionary  gas  
dynamic s . 

In  Reference 4, Vol. 11, p. 983 it i s  c a l c u l a t e d   t h a t  a f low  s tar t ing 
i n  a tube  with similar boundary conditions  needs a re laxa t ion  time equiva- 
l e n t   t o   a b o u t  4.5 t r a n s i t  times of a sonic wave u n t i l   e s s e n t i a l l y   s t e a d y  
flow i s  obtained a t  both  ends. With a sonic  speed  of c = 3.300 krn/sec and 
a constr ic tor   length  of  137 cm t h i s   l e a d s   t o  a t r a n s i e n t  time of t = 1.9 
msec i n  our case.   This estimate i s  in  reasonable  agreement  with  the  experi- 
ment s . 

The bes t   ind ica t ion   of  a steady  flow i s  a cons tan t   in le t   p ressure  
level.   This  has  been  obtained  for times up t o  3 msec. The t r ans i en t  
phase  of  the  flow  lasted  for  about 2.5 msec. The cons tan t   p ressure   l eve l  
was pa r t i cu la r ly  well defined  for  the  lower  range  of mass flow rates and 
also if  gas breakdown t r igger ing  i s  used. If gas breakdown t r igger ing  i s  
used,  the  gas  experiences  an axial a c c e l e r a t i o n   p r i o r   t o   t h e  main current  
pulse.  The low cu r ren t   a r c s  which are drawn t o   t h e   v a r i o u s  copper  segments 
are ef fec t ive   in   reducing   the   t rans ien t  time and   the   in i t ia l   p ressure   over -  
shoot. A s t rong   vor tex   in   the   gas   f low  appears   to   increase   the   t rans ien t  
time. This may be due t o  an interact ion  of   the  expansion waves with  the 
vortex. The comparison  between data   taken on t h e   p u l s e d   f a c i l i t y  and  those 
taken  under similar condition on the  continuous  arc  heater a t  the NASA Ames 
Research  Laboratory  has  indicated  that  the measured arc   vol tages   agree 
closely i.n magnitude  and t rend  of   the  data .  No pronounced e f f ec t   o f   t he  
gas swirl on the  measured arc   vol tage was found. The in l e t   p re s su re  
measured  on the   pu lsed   fac i l i ty   wi thout  a gas swirl was generally  lower 
than  the  s teady-state   data .  Note t h a t   t h e  NASA Ames f a c i l i t y   i n t r o d u c e s  
the   gas   in to   the   cons t r ic tor   wi th  a moderate amount of swirl. However, 
t he  range  of  pressures on the   pu l sed   f ac i l i t y   w i th  and  without swirl (Fig. 11) 
spans  the  s teady-state   data  when co r rec t ed   fo r  a small d i f fe rence   in  
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constr ic tor   diameter   (Fig.  21). The deviat ion of the   p ressure   da ta  
therefore   can   be   a t t r ibu ted   to   d i f fe rences   in   the   gas   in jec t ion   used  
i n   t h e  two f a c i l i t i e s .  

The r e l a t i v e l y   l a r g e   s c a t t e r   o f  the pulsed  data  i s  i n   p a r t  due 
to   the   uncer ta in ty   involved   in   eva lua t ing   osc i l loscope   t races .  But 
beyond tha t ,   t he re  may be  reasons  inherent   in   the  operat ion  of   the 
device .   In   par t icu lar   the  in le t  pressure i s  ve ry   s ens i t i ve   t o   t he  
e x i t  area i n   t h a t   p o s i t i o n  where  choking  occurs. Due to   Joule   hea t ing  
of   the  flow, the  posit ion  of  choking  could have  extended in to   the   d iverg ing  
sect ion  of   the anode. Inspec t ion   of   the  anode reveals tha t   t he   cu r ren t  
attachment  occurred a t  t h e   s t r a i g h t   e x i t  wall and a t  the  diverging  nozzle 
w a l l .  The attachment  tracks form  streamers which extend from the   s t r a igh t  
section  into  about  one-half   of  the  diverging  section.  This  indicates one 
or more attachment  spots which probably moved downstream within  the anode. 
Some in l e t   p re s su re   t r aces  a t  high  flow rate showed f luc tua t ions  which 
could  have  been  caused  by  changes in   the   pos i t ion   o f  choking. 

The high  speed films have  given  evidence  for  the  existence  of  the 
Maecker cathode  jets.  Under the  present  conditions  these  cathode jets 
seem t o  be an   impor tan t   fac tor   in   the   behavior   o f   the   cons t r ic tor   in le t  
sect ion.  These j e t s  appear   to   increase  in   length  with  increasing  current  
and  decreasing  pressure. They are  not  always  coaxial  with  the  arc. 
These je ts  can  shoot  forward a t  a s l an ted   ang le   r e l a t ive   t o   t he  axis of 
t he   a r c ,   pa r t i cu la r ly  i f  the  cathode  surface i s  i r r egu la r  or if  the 
magnetic f i e l d  i s  asymmetric i n   t h e  cathode  region. 

These je ts  contain  extremely  hot  gas,  because  they  originate a t  a 
point   of   very  high  current   densi ty .  When these je ts  impinge on the  quartz 
wall, loca l ized   e ros ion  i s  generated.  This form of  erosion  has  been ob- 
served on the  quartz w a l l  i n  the form of   spear- l ike  t racks which extend 
from the  posi t ion  of   the  cathode.   In  a continuously  operating  arc  heater 
with a cons t r i c to r  w a l l  made from  copper  segments, these jets could  short  
out   these segments e lec t r ica l ly .   Shor t ing   of  the segments  and des t ruc t ion  
near  the  cathode  actually i s  r epor t ed   i n   t he   l i t e r a tu re  .2, lo 

The cathode je ts  could  also  play a r o l e   i n   e x c i t i n g  the observed  arc 
i n s t a b i l i t i e s .  The s t a b i l i z i n g   e f f e c t  of a swir l ing  gas   inject ion i s  wel l  
known. In   the   p resent   s tudy  a direct   photographic   evidence  for   this   effect ive-  
ness was obtained. It appears that some further  experimentation  with a vortex 
of variable s t rength  would be of  value. 

When the  four-pin  thoriated  tungsten  cathode w a s  t e s t e d  it was hoped 
that t h i s  would reduce  the  cathode  erosion rate. But  one could  not a p r i o r i  
assume that the   a rc  would a t t ach  on more than one pin  simultaneously. 
The photos  of  Fig. 22 demonstrate t h a t   p a r a l l e l  and  simultaneous  cathode 
attachment  actually  occurs  without  the  use  of ballast r e s i s to r s .  The a t tach-  
ment occurs  on  the  sharp  corners at t h e  f la t  face  of   the 1/8"-diam. tungsten 
pins.  This  rather  diff 'use  attachment  eliminates  the  cathode jets. It Is 
l i k e l y   t h a t  the close  spacing  of   the  tungsten  pins  i s  an  important  factor 
in   ob ta in ing   para l le l   a t tachment .  
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